
Borough of Chambersburg       A full service municipality in Franklin County 
celebrating over 65 years of consumer owned natural gas service 
over 120 years of community electric and a 
regional wastewater, water, and municipal solid waste utility 

100 S. 2nd Street, Chambersburg, Pennsylvania 17201-2512 
Telephone (717) 264-5151 • Fax (717) 264-0224   http://www.chambersburgpa.gov 

May 1, 2026 

ADDENDUM NO. 2 

To the Contract Documents for 

2026 STREET PAVING AND IMPROVEMENTS PROJECT FOR 
MULTIPLE STREETS  

for  

The Borough of Chambersburg 

In accordance with the requirements of the “Instructions to Bidders”, this Addendum shall be 
attached to and become a part of the Contract Documents for the above referenced project. 

______________________________________________________________________________ 

1. MS-944 Form & Construction Plans – Updated documents

Please replaced the original MS-944 forms and construction drawings for Plasterer Avenue 
with the attached updated forms. 

END OF ADDENDUM NO. 2 



























CONSTRUCTION SEQUENCEEROSION AND SEDIMENT POLLUTION CONTROL PLAN

SOIL LIMITATIONS CONSIDERATIONS

DEFINITIONS:

PROCEDURE FOR SITE WASTE:

CONTRACTOR  RESPONSIBILITIES:

INSPECTION FREQUENCY AND MAINTENANCE PLAN

26
4-

67
59

m
ar

tin
 a

nd
 m

ar
tin

 in
co

rp
or

at
ed

37
 s

ou
th

 m
ai

n 
st

re
et

   
  s

ui
te

 A
ch

am
be

rs
bu

rg
, p

en
ns

yl
va

ni
a 

. 1
72

01
ph

on
e:

 (7
17

)

D
A

TE
R

EV
IS

IO
N

N
0.

JMD
B

C
H

K
. B

Y:
D

SN
. B

Y:
JM

D
W

N
. B

Y:
PR

O
J.

 N
O

.
18

21

SCALE:

DATE:

DRAWING NO.

CADD FILE:

B
O

R
O

U
G

H
 O

F 
C

H
A

M
B

E
R

SB
U

R
G

FR
A

N
K

L
IN

  C
O

U
N

T
Y

 

SC
A

LE
:  

A
S 

N
O

TE
D

AS NOTED

PE
N

N
SY

L
V

A
N

IA

1821-ES1.dwg

ES1

PL
A

ST
ER

ER
  A

V
EN

U
E 

 R
EC

O
N

ST
R

U
C

TI
O

N
 A

N
D

 W
ID

EN
IN

G

NO
TE

S

MARCH  27,  2026



26
4-

67
59

m
ar

tin
 a

nd
 m

ar
tin

 in
co

rp
or

at
ed

37
 s

ou
th

 m
ai

n 
st

re
et

   
  s

ui
te

 A
ch

am
be

rs
bu

rg
, p

en
ns

yl
va

ni
a 

. 1
72

01
ph

on
e:

 (7
17

)

D
A

TE
R

EV
IS

IO
N

N
0.

JMD
B

C
H

K
. B

Y:
D

SN
. B

Y:
JM

D
W

N
. B

Y:
PR

O
J.

 N
O

.
18

21

SCALE:

DATE:

DRAWING NO.

CADD FILE:

B
O

R
O

U
G

H
 O

F 
C

H
A

M
B

E
R

SB
U

R
G

FR
A

N
K

L
IN

  C
O

U
N

T
Y

 

SC
A

LE
:  

A
S 

N
O

TE
D

AS NOTED

PE
N

N
SY

L
V

A
N

IA

1821-ES2.dwg

ES2

PL
A

ST
ER

ER
  A

V
EN

U
E 

 R
EC

O
N

ST
R

U
C

TI
O

N
 A

N
D

 W
ID

EN
IN

G

DE
TA

ILS

ROCK CONSTRUCTION ENTRANCE

TYPICAL SOIL STOCKPILE

FILTEREXX SILTSOXX DETAILS

TYPICAL SINKHOLE REPAIR DETAIL
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FILTEREXX INLET PROTECTION DETAILS

COMPOST FILTER SOCK SIZING CHART



WM
WM

WM

W

WM
WM

WM

PROPOSED PAINTED
SIDEWALK (TYP.)

PROP. SAWCUT / LIMIT OF
PROPOSED PAVING REHAB

PROPOSED
PAINTED

SIDEWALK

PROPOSED
LIMIT OF

CURB

PROPOSED
CONC. CURB

CL

CL

PROPOSED
LIMIT OF

CURB

PROP. SAWCUT / LIMIT OF
PROPOSED PAVING REHAB

4'

EX.  C  R/WL

 PROP. 5'
CONC. SIDEWALK

C  PAVED ROADWAYL

 PROP. 5'
CONC. SIDEWALK

TIE PROP. CURB
TO EX. CURB

 PROP. 5'
CONC. SIDEWALK

PROPOSED
LIMIT OF

CURB

PROP. SAWCUT / LIMIT OF
PROPOSED PAVING REHAB

PROP. SAWCUT / LIMIT OF
PROPOSED PAVING REHAB

I-3A

TIE PROP. CONC. SIDEWALK
TO EX. CONC. SIDEWALK
(MATCH EX. ELEVATION)

TIE PROP. CONC. CURB
TO EX. CURB

 PROP. 5'
CONC. SIDEWALK

I-3

I-2 TOP 643.50
I-1

TOP 644.95

 SIDEWALK
(MATCH EX. ELEVATION)

TIE PROP. CONC.  
 SIDEWALK

TO EX. CONC.  

E

ON EX. PAVEMENT

FUTURE
     24'
ACCESS

23'
36'FUTURE

     24'
ACCESS

   PROP.
CURB CUT

FLUSH  CURB FLUSH  CURB

FILL EXISTING SWALE
TO ELEV. 643.50

PROP. PRECAST CONC.
STORMWATER MANHOLE
CONNECTING EX. 11"x18"
CMP WITH PROP.
18" HDPE PIPE

LOD LOD
LO

D

LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD

LO
D

LO
D

LO
D

LO
D

LOD
LODLODLODLODLODLODLODLODLODLO

D

LODLODLODLODLODLODLODLODLODLODLODLODLODLOD

LO
D

LO
D

LO
D

LO
D

LOD LOD

LOD LOD LOD LOD LOD LOD LOD LOD LOD

LIMIT OF DISTURBANCE
0.64 ACRES

HC

HC
HC

HC

CURB AND SIDEWALK FLUSH WITHROADWAY FOR HANDICAP ACCESS

LIMIT OF
FLUSH CURB

PROPOSED
LIMIT OF
CURB

STOP SIGN &
STOP BAR

SILT SOCK #1

SILT SOCK #2

SILT SOCK #3

I-4A

I-4STOP BAR
INSTALL 4'
FROM CROSSWALK

 PROP. CURB CUT

4' CROSSWALK
BOUNDARY LINES (2)

64
4

TOP 643.75

TOP 643.50

645

645

645

644

644

644

TOP 644.80

TOP 644.20

26
4-

67
59

m
ar

tin
 a

nd
 m

ar
tin

 in
co

rp
or

at
ed

37
 s

ou
th

 m
ai

n 
st

re
et

   
  s

ui
te

 A
ch

am
be

rs
bu

rg
, p

en
ns

yl
va

ni
a 

. 1
72

01
ph

on
e:

 (7
17

)

D
A

TE
R

EV
IS

IO
N

N
0.

JMD
B

C
H

K
. B

Y:
D

SN
. B

Y:
JM

D
W

N
. B

Y:
PR

O
J.

 N
O

.
18

21

SCALE:

DATE:

DRAWING NO.

CADD FILE:

B
O

R
O

U
G

H
 O

F 
C

H
A

M
B

E
R

SB
U

R
G

FR
A

N
K

L
IN

  C
O

U
N

T
Y

 

LEGEND

Sc
al

e:
 1

" 
= 

20
'

20
'

10
'

0
SC

A
LE

:
40

'
20

'

1"=20'

WM

W

PE
N

N
SY

L
V

A
N

IA

645
X  554.50

SCALE: 1"=20'

1821-ES3.dwg

ES3

PL
A

ST
ER

ER
  A

V
EN

U
E 

 R
EC

O
N

ST
R

U
C

TI
O

N
 A

N
D

 W
ID

EN
IN

G

20
  S

CA
LE

  E
&S

 C
ON

TR
OL

  P
LA

N

LOD LOD

E&S LEGEND

MARCH  27,  2026



26
4-

67
59

m
ar

tin
 a

nd
 m

ar
tin

 in
co

rp
or

at
ed

37
 s

ou
th

 m
ai

n 
st

re
et

   
  s

ui
te

 A
ch

am
be

rs
bu

rg
, p

en
ns

yl
va

ni
a 

. 1
72

01
ph

on
e:

 (7
17

)

D
A

TE
R

EV
IS

IO
N

N
0.

JMD
B

C
H

K
. B

Y:
D

SN
. B

Y:
JM

D
W

N
. B

Y:
PR

O
J.

 N
O

.
18

21

SCALE:

DATE:

DRAWING NO.

CADD FILE:

B
O

R
O

U
G

H
 O

F 
C

H
A

M
B

E
R

SB
U

R
G

FR
A

N
K

L
IN

  C
O

U
N

T
Y

 

SC
A

LE
:  

A
S 

SH
O

W
N

AS SHOWN

PE
N

N
SY

L
V

A
N

IA

1821-TC1.dwg

TC1

PL
A

ST
ER

ER
  A

V
EN

U
E 

 R
EC

O
N

ST
R

U
C

TI
O

N
 A

N
D

 W
ID

EN
IN

G

TR
AF

FIC
  C

ON
TR

OL
  P

LA
N 

 N
OT

ES

FURNISH, ERECT, PLACE AND MAINTAIN TRAFFIC CONTROL SIGNS AND DEVICES AND MAINTAIN TRAFFIC DURING HOURS
OF CONSTRUCTION AND AT ALL OTHER TIMES IN ACCORDANCE WITH THE METHODS INDICATED ON THE DRAWINGS AND,

1. THE SPECIAL PROVISIONS OF THE CONTRACT.
2. THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD)
3. PDT PUBLICATION 212, OFFICIAL TRAFFIC CONTROL DEVICES, SUB-CHAPTER E.
4. PDT PUBLICATION 213, WORK ZONE TRAFFIC CONTROL GUIDELINES.
5. PDT PUBLICATION 35, APPROVED CONSTRUCTION MATERIALS (BULLETIN 15)
6. PDT PUBLICATION 408, SPECIFICATIONS.

IMMEDIATELY UPON COMPLETION OF THE WORK, REMOVE THE TRAFFIC CONTROL DEVICES.  THE BOROUGH WILL
REMOVE ANY TRAFFIC CONTROL DEVICES ERECTED BY THE BOROUGH.

THE INSPECTOR-IN-CHARGE WILL INSPECT ALL TRAFFIC  CONTROL DEVICES PRIOR TO THE START OF WORK AND
PERIODICALLY DURING THE LIFE OF THE PROJECT.

THESE PLANS HAVE BEEN REVIEWED AND ARE IN COMPLIANCE WITH STANDARDS PRESCRIBED IN CHAPTER 212 OF THE 67
PA CODE AS CURRENTLY AMENDED. THE CONTRACTOR IS REMINDED AT THIS APPROVAL IS NOT INTENDED TO RELIEVE
THE CONTRACTOR OF THE RESPONSIBILITY FOR THE PROTECTION OF THE PUBLIC AND THE CONSTRUCTION PERSONNEL.
THE STANDARDS PRESCRIBED ARE MINIMUM AND ADDITIONAL PROTECTION MAY BE NEEDED IF PROBLEMS ARE
ENCOUNTERED DURING THE TERM OF THE CONTRACT. CONSTANTLY REVIEW THIS PLAN FOR ADEQUACY AND
RECOMMEND CHANGES FOR BOROUGH APPROVAL WHEN INADEQUACIES ARE DISCOVERED.

COVER OR REPLACE APPROPRIATE SIGNS NOT IN USE BY THE END OF THE PROJECT.

THIS TRAFFIC CONTROL PLAN DOES NOT RELIEVE THE CONTRACTOR OF HIS RESPONSIBILITIES AS SPECIFIED IN SECTION
901.3 (A) OF PUBLICATION 408 (CURRENT VERSION)

NOTIFY THE BOROUGH AT LEAST TWO WEEKS PRIOR TO MODIFYING EXISTING TRAFFIC PATTERNS. ALL MODIFICATIONS
MUST BE APPROVED BY THE BOROUGH.

MODIFY EXISTING TRAFFIC CONTROL DEVICES AS REQUIRED FOR THE DURATION OF THE WORK.

ALL MATERIALS ARE TO CONFORM TO PENNDOT PUBLICATION 408 (CURRENT VERSION), THE SUPPLEMENTS THERETO
AND TRAFFIC CONTROL STANDARDS (PENNDOT PUBLICATION (11M).

ALL WORK IS PERFORMED WITHIN THE LEGAL RIGHT-OF-WAY.

ALL SIGNS AND TRAFFIC CONTROL DEVICES ARE TO BE IN NEW CONDITION AND MAINTAINED AS SUCH.

ALL ADVANCE WARNING SIGNS AND TRAFFIC DIRECTIONAL DEVICES MAY BE ADJUSTED BACK OR FORWARD DUE TO
INTERSECTING STREETS, DRIVEWAYS, ETC. AND/OR AS FIELD CONDITIONS DICTATE.

MAINTAIN ALL PEDESTRIAN CROSSING AND HANDICAP RAMPS DURING THE LIFE OF THE PROJECT. PROVIDE DELINEATION
OF WORK AREAS USING ORANGE, REFLECTIVE SAFETY FENCING IN THE AREAS OF POSSIBLE PEDESTRIAN ACTIVITY.
WOOD PLATFORMS OR METAL PLATES MAY BE USED FOR PEDESTRIANS TO CROSS EXCAVATED AREAS. MATERIALS FOR
THIS WORK ARE INCIDENTAL TO THIS ITEM.

THE CONTRACTOR MAY MODIFY THE CONSTRUCTION STAGES OF THIS PLAN BY SUBMITTING THE REVISED PLAN TO THE
ENGINEER AT LEAST 2 WEEKS PRIOR TO WORK.

IN ACCORDANCE WITH SECTION 901 AND AS FOLLOWS:

THIS WORK CONSISTS OF THE MAINTENANCE OF TRAFFIC AND THE PROTECTION OF TRAVELING PUBLIC APPROACHING
THE CONSTRUCTION AREA AND WITHIN THE LIMITS OF CONSTRUCTION.

MAINTAIN AT LEAST ONE LANE OF TRAFFIC IN EACH DIRECTION AT ALL TIMES EXCEPT FOR SHORT TERM LANE CLOSURES.
ONE LANE MAY BE CLOSED FOR SHORT PERIODS OF TIME, UTILIZING FLAGGERS IN ACCORDANCE WITH PUBLICATION 213,
PATA 10A.

HOURS OF OPERATION WILL BE MONDAY THROUGH FRIDAY BETWEEN THE HOURS OF 6:00 A.M. TO 6:00 P.M. OR AS
PERMITTED BY THE ENGINEER. ANY NIGHT TIME WORK MUST BE APPROVED IN WRITING BY THE ENGINEER AT LEAST
SIXTEEN (16) DAYS PRIOR TO WORK.

ADVANCE SIGNING FOR ROADWORK WILL BE IN ACCORDANCE WITH PUBLICATION 213, PATA 24.

INSTALL INLETS AND LATERAL STORM SEWERS IN ACCORDANCE WITH PUBLICATION 213, PATA 5 AND 7. AT THE END OF
EACH WORKDAY, COVER THE OPEN TRENCH WITH APPROVED STEEL PLATES OR BACKFILL AND TEMPORARILY PAVE TO
PROVIDE UNRESTRICTED MOVEMENT FOR NIGHT TRAFFIC. BEFORE USING TRENCH COVER, SUBMIT DETAILS TO THE
ENGINEER FOR APPROVAL.

MAINTAIN ACCESS TO ALL ENTRANCES AND DRIVEWAYS DURING THE LIFE OF THIS PROJECT.

DO NOT HAVE OVERNIGHT DROP-OFF CONDITIONS. PLACE A "WEDGE" OF SUITABLE MATERIAL AT A MINIMUM SLOPE OF 3
HORIZONTAL TO 1 VERTICAL.

STORE ALL EQUIPMENT AND MATERIALS AT LEAST 30 FEET FROM TRAFFIC (OUTSIDE EDGE OF TRAVEL WAY) OR BEHIND
TEMPORARY CONCRETE BARRIER.

MAINTAIN EXISTING OR NEW GUIDE SIGNS AT ALL TIMES.

ADJUST SIGN LOCATIONS AND CHANNELING DEVICES FROM TRAFFIC CONTROL PLANS TO FIT FINAL DESIGN, FIELD
CONDITIONS, AND APPLICABLE PUBLICATION 213 PATA FIGURES, AS DIRECTED.

USE APPROVED PRISMATIC RETROREFLECTIVE SHEETING ON ALL CHANNELING DEVICES, BARRICADES, AND SIGNS.

PAVE OVER MILLED SURFACES EXPOSED TO TRAFFIC WITHIN SEVEN DAYS OF MILLING.

HOT-THERMOPLASTIC MARKINGS MUST BE PLACED WITHIN SEVEN DAYS OF COMPLETION OF THE FINAL WEARING
SURFACE.

TRAFFIC CONTROL PLAN - STAGE 1:

MAINTAIN EXISTING PAVEMENT MARKINGS UNLESS OTHERWISE INDICATED.

INSTALL 'ROAD WORK' SIGNS AT THE INTERSECTION OF LINCOLN WAY EAST AND PLASTERER AVENUE, AT
THE INTERSECTION OF WASHINGTON STREET EXTENDED AND SOUTH COLDBROOK AVENUE, AND AT THE
EASTERN PORTION OF WASHINGTON STREET EXTENDED.

PROCEED WITH PLASTERER AVENUE RECONSTRUCTION AND WIDENING PER THE APPROVED
CONSTRUCTION SEQUENCE.

THROUGHOUT THE DURATION OF THE PROJECT, TO THE EXTENT POSSIBLE, MAINTAIN ACCESS FOR
PROPERTY OWNERS ADJOINING THE PROJECT AREA AND AFFECTED BY THE REFERENCED PROJECT.

THROUGHOUT THE DURATION OF THE PROJECT, TO THE EXTENT POSSIBLE, AT THE END OF EACH
WORKDAY, RESUME NORMAL TRAFFIC PATTERNS.  CONSTRUCT TEMPORARY, SMOOTH GRADE
TRANSITIONS FROM EXCAVATED AREAS TO EXISTING GRADE AREAS.  SHOULD THE NEED ARISE TO
CLOSE THE PROJECT AREA TO TRAFFIC, UTILIZE THE APPROPRIATE TRAFFIC CONTROL MEASURES TO
CLEARLY AND COMPLETELY CLOSE THE PROJECT AREA FROM THROUGH TRAFFIC.

WHEN THE PLASTERER AVENUE PROJECT IS COMPLETED, REMOVE ALL TEMPORARY TRAFFIC CONTROL
SIGNS AND RESUME NORMAL TRAFFIC PATTERNS.

NOTIFY THE FOLLOWING AT LEAST TWO WEEKS PRIOR TO THE START OF WORK:

A. CHAMBERSBURG BOROUGH                  - 717-261-5151
B. CHAMBERSBURG BOROUGH POLICE DEPARTMENT - 717-263-1611
C. CHAMBERSBURG BOROUGH FIRE DEPARTMENT   - 717-263-5872
D. U.S. POST OFFICE                         - 717-263-8581
E. CHAMBERSBURG AREA SCHOOL DISTRICT       - 717-709-4030
F. ALL HOMEOWNERS WITHIN THE IMMEDIATE AREA

COVER ANY SIGNS THAT CONFLICT WITH THE TRAFFIC CONTROL PLAN.

GENERAL NOTES

MARCH  27,  2026
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PLASTERER AVE. ADA RAMP LOCATION, LINE STRIPING & PEDESTRIAN CROSSWALKS

SCALE: 1"=20'

TYPE 1A  CURB RAMP TYPE 3A  DRIVEWAY APRON



Borough of Chambersburg        A full service municipality in Franklin County 
celebrating over 65 years of consumer owned natural gas service 
over 120 years of community electric and a 
regional wastewater, water, and municipal solid waste utility 

100 S. 2nd Street, Chambersburg, Pennsylvania 17201-2512 
Telephone (717) 264-5151 • Fax (717) 264-0224   http://www.chambersburgpa.gov 

NOTICE OF RECEIPT 

I have received the Addendum No. 2 for the 

2026 STREET PAVING AND IMPROVEMENTS PROJECT FOR MULTIPLE 
STREETS 

________________________________ 
Company 

________________________________ 
Contact Person 

________________________________ 
Date Received 

Mail to: Amber Kelly 
Borough of Chambersburg 
100 South Second Street 
Chambersburg, PA 17201 

or Fax: 717-261-3240
email:  akelly@chambersburgpa.gov




